DT105

FEATURES

• Out-And-Down Primary, Swing-Out-And-Down Auxiliary Outriggers
• Electric-Over-Hydraulic Outrigger Controls at Tailshelf
• Dual Joystick, Electric-Over-Hydraulic Controls at the Riding Seat
• Engine Start/Stop at Riding Seat, Tailself and Front Bumper
• 20,000 lb Digger Motor with Kelly Bar
• 15,000 lb Capacity Primary Winch with Grooved Drum, Tensioner and Third Wrap Indicator
• 36 in Auger with Capability to Accommodate Different Kelly Bars (2 5/8 in, 3 in)
• Boom Stow to Accommodate up to a 48 in Auger
• Non-Transferable Pole Guides Capable of Handling up to a 20 in Diameter Pole
• Rota-Float
• 385 ft of 5/8 in Spin Resistant Cable

OPTIONS

• Flyjib, 16 ft fiberglass (46kV AC)
• Flyjib Cradle
• 48 inch Auger
• Two-Man Steel Platform, 1,200 lb Capacity
• Tailshelf Tool Circuit
• Tailshelf Display
• 15,000 ft-lb Digger
• Synthetic LoadLine
• Multi-part Sheaves
• Radio Remotes

For more complete information on Altec products and services, visit us on the web at www.altec.com. Material and specifications are subject to change without notice. Featured units in photos may include optional features. Please contact an Altec representative for all available options. Altec® and the Altec logo are registered trademarks of Altec Inc. in the United States and various other countries and may not be used without permission.

© 2016 Altec Inc. All Rights Reserved. AIOSDT105-0116-v1