L37M

FEATURES

• Altec ISO-Grip® Control System
• Material Handling System with Hydraulic Tilting, Manual Extend Jib
• Up to 1,000 lb (453.6 kg) Material Handling Capacity not Reduced by Lower Boom Angle
• Hydraulic Platform Tilt
• Hydraulic/Mechanical Platform Leveling
• 90° Platform Rotation
• Lower Boom Insulator, 7 in (18 mm)
• Altec Patented Walking Link
• Hydraulic Tool Circuit at Boom Tip
• Full-Pressure, Open Center Hydraulic System
• A-Frame Outriggers
• Insulating, ANSI Category C

OPTIONS

• Diagnostic Test Kit
• Throttle Control
• Secondary Stowage System
• Engine Start/Stop
• Lower Boom Lifting Eye
• Platform Cover
• Tool Circuit at Tailshelf
• Insulating, ANSI Category B
• Hydraulically Extended Jib

Recommended safety equipment, available through Altec Supply, include a fall protection system, platform liner, outrigger pads and wheel chocks.

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Features</th>
<th>Values</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ground to Bottom of Platform</td>
<td>36.7 ft (11.2 m)</td>
</tr>
<tr>
<td>Working Height</td>
<td>41.7 ft (12.7 m)</td>
</tr>
<tr>
<td>Maximum Side Reach</td>
<td>29.6 ft (9.0 m)</td>
</tr>
<tr>
<td>Maximum Side Reach Non-Overcenter</td>
<td>25.4 ft (7.7 m)</td>
</tr>
<tr>
<td>Slowed Travel Height*</td>
<td>10.0 ft (3.0 m)</td>
</tr>
<tr>
<td>Platform Capacity</td>
<td>350 lb (159 kg)</td>
</tr>
<tr>
<td>Platform Dimensions (End-Mount, Normal)</td>
<td>24 x 30 x 42 in (610 x 762 x 1,067 mm)</td>
</tr>
<tr>
<td>Lower Boom Articulation</td>
<td>0 to 98°</td>
</tr>
<tr>
<td>Upper Boom Articulation</td>
<td>0 to 205°</td>
</tr>
<tr>
<td>Rotation</td>
<td>Continuous</td>
</tr>
</tbody>
</table>

*Based on a 40 in (1016 mm) chassis frame height.

REACH DIAGRAM

LOW-STOW PLATFORM FOR EASY ACCESS FROM CARGO BAY OR GROUND

LOW-STOW, LOW CENTER OF GRAVITY AND LOW TRAVEL HEIGHT

INCREASED SIDE REACH FOR OPERATOR

For more complete information on Altec products and services, visit us on the web at www.altec.com. Material and specifications are subject to change without notice. Featured units in photos may include optional features. Please contact an Altec representative for all available options. Altec® and the Altec logo are registered trademarks of Altec Inc. in the United States and various other countries and may not be used without permission.

© 2020 Altec Inc. All Rights Reserved. AIOSL37M-418-v1-r1